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when preparing the specimen for test-
ing the carburized surface may be fin-
ished by grinding or machining.

[Amdt. 179–10, 36 FR 21353, Nov. 6, 1971, as
amended by Amdt. 179–52, 61 FR 28681, June
5, 1996; Amdt. 179–52, 61 FR 50255, Sept. 25,
1996; 66 FR 45186, Aug. 28, 2001]

§ 179.201–5 Postweld heat treatment
and corrosion resistance.

(a) Tanks and attachments welded di-
rectly thereto must be postweld heat
treated as a unit at the proper tem-
perature except as indicated below.
Tanks and attachments welded directly
thereto fabricated from ASTM Speci-
fication A 240 Type 430A, Type 304 and
Type 316 materials must be postweld
heat treated as a unit and must be
tested to demonstrate that they pos-
sess the corrosion resistance specified
in § 179.200–7(d), Footnote 2. Tanks and
attachments welded directly thereto,
fabricated from ASTM Specification A
240 Type 304L or Type 316L materials
are not required to be postweld heat
treated.

(b) Tanks and attachments welded di-
rectly thereto, fabricated from ASTM
Specification A 240 Type 304L and Type
316 materials must be tested to dem-
onstrate that they possess the corro-
sion resistance specified in § 179.200–
7(d), Footnote 2.

[Amdt. 179–10, 36 FR 21353, Nov. 6, 1971, as
amended by Amdt. 179–52, 61 FR 28681, June
5, 1996]

§ 179.201–6 Manways and manway clo-
sures.

(a) The manway cover for spec. DOT
103ALW, 103DW, 103W, 104W, 111A60–
ALW1, 111A60W1, 111A100ALW1, 111A–
100W1, 111A100W3, or 111A100W6 must be
designed to make it impossible to re-
move the cover while the interior of
the tank is subjected to pressure.

(b) The manway cover for spec. DOT
103BW, 11A60W5, or 111A100W5 must be
made of a suitable metal. The top, bot-
tom and edge of manway cover must be
acid resistant material covered as pre-
scribed in § 179.201–3. Through-bolt
holes must be lined with acid resistant
material at least one-eighth inch in
thickness. Cover made of metal not af-
fected by the lading need not be acid
resistant material covered.

(c) The manway ring and cover for
spec. DOT–103CW, 103DW, 103EW,
111360W7, or 11A100W6 must be made of
the metal and have the same inspec-
tion procedures specified in AAR Speci-
fications for Tanks Cars Appendix M,
M3.03.

(d) The manway ring for DOT–103
ANW must be made of cast, forged or
fabricated nickel and be a good
weldable quality in conjunction with
the metal of the dome. Manway cover
must be made of nickel.

[Amdt. 179–10, 36 FR 21353, Nov. 6, 1971; 66 FR
45186, Aug. 28, 2001]

§ 179.201–8 Sampling device and ther-
mometer well.

(a) Sampling valve and thermometer
well are not specification require-
ments. When used, they must be of ap-
proved design, made of metal not sub-
ject to rapid deterioration by lading,
and must withstand a pressure of 100
psig without leakage. Interior pipes of
the sampling valve must be equipped
with excess flow valves of an approved
design. Interior pipe of thermometer
well must be closed by an approved
valve attached close to fitting where it
passes through the tank and closed by
a screw plug. Other approved arrange-
ments that permit testing thermom-
eter well for leaks without complete
removal of the closure may be used.

(b) [Reserved]

[Amdt. 179–10, 36 FR 21348, Nov. 6, 1971, as
amended at 66 FR 45390, Aug. 28, 2001]

§ 179.201–9 Gauging device.
A gauging device of an approved de-

sign must be applied to permit deter-
mining the liquid level of the lading.
The gauging device must be made of
materials not subject to rapid deterio-
ration by the lading. When the interior
pipe of the gauging device provides a
means for passage of the lading from
the interior to the exterior of the tank,
it must be equipped with an excess flow
valve of an approved design. If the
opening for passage of lading through
the gauging device is not more than
0.060 inch diameter an excess flow valve
is not required. The gauging device
must be provided with a protective
housing.

[Amdt. 179–10, 36 FR 21353, Nov. 6, 1971]
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